Temperature Conversion Table

‘C=(CF-32)x5/9

‘F=°"Cx9/5+32
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Solder plus Support

°C F °C F °C °F °C

-40 40 105 40.5 250 1211 400 204.4
35 37.2 10 43.3 255 123.9 405 207.2
-30 34.4 115 46.1 260 126.6 410 210.0
-25 31.6 120 48.9 265 129.4 415 212.8
-20 28.9 125 51.6 270 132.2 420 2155
-15 26.1 130 54.4 275 135.0 425 218.3
-10 233 135 57.2 280 137.8 430 2211
-5 20.5 140 60.0 285 140.5 435 223.9
O 17.78 145 62.8 290 143.3 440 226.6
5 15.0 150 655 295 146.1 445 229.4
10 12.2 155 68.3 300 148.9 450 232.2
15 9.4 160 71.1 305 151.6 455 235.0
20 6.6 165 73.9 310 154.4 460 237.8
25 3.9 170 76.6 315 157.2 465 240.5
30 1.1 175 79.4 320 160.0 470 243.3
32 O 180 82.2 325 162.8 475 2461
35 1.6 185 85.0 330 165.5 480 248.9
40 4.4 190 87.8 335 168.3 485 251.6
45 7.2 195 905 340 171.1 490 254.4
50 10.0 200 93.3 345 173.9 495 257.2
55 12.8 205 96.1 350 176.6 500 260
60 15.5 210 98.9 3b5 179.4 550 287.8
65 18.3 212 100.0 360 182.2 600 3155
70 211 215 101.6 365 185.0 650 343.3
75 23.9 220 104.4 370 187.8 700 371.1
80 26.6 225 107.2 375 190.0 750 398.9
85 29.4 230 110.0 380 193.3 800 426.6
90 32.2 235 12.8 385 196.1 850 454.4
95 35.0 240 115.5 390 198.9 900 482.2
100 37.8 245 118.3 395 201.6 950 510
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